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INC Technical Specifications

Overview

Aircraft Dimensions ... 38cmHx 114 cm W x 106 cm L (unfolded with propellers)
15” H x 45” W x 42” L (unfolded with propellers)

Weight 5 kg (11 Ibs) (with batteries)

Maximum Payload Weight ... 3 kg (6.6 Ibs)

System Specifications

Onboard Computing ... Raspberry Pi CM 4 (Apex Core)
NVIDIA Jetson Orin (Apex Ultra)

Flight Automation ... Herelink Cube Blue H7

Communication Range* ... > 5KM - 10km | 3.2MI - 6.2 MI

*Extended range available via antenna & accessory configuration.

COFDM Optional Upgrade

Encryption® . 128-bit or FIPS Certified AES 256

*Varies by configuration

Multi-band Capable* ... Optional Upgrade
*Subject to regulatory restrictions

RTK Compatible ... Yes

Ground Control Station Options ... Herelink (Included)

Beast Tx (Upgrade)

UXVSROC %) Raspberry i <ANVIDIA.
Obstacle Avoidance® ... Optional ‘
Parachute™ .. Optional
LTE / 5G Integration™ ... Optional ’ i
*Available Q2/3 2025 B Ve
Flight Times
No Payload ... 40 minutes
1 kg (2.2 Ibs) Payload ... 26 minutes
2 kg (4.4 Ibs) Payload ... 23 minutes
3 kg (6.61bs) Payload ... 17 minutes

*Flight times are subject to change due to variable operating conditions

- Q) CubePilot
[}/ C IR | Real-time FPV (First-Person View)

MOUNT . Integrated

Resolution ... Standard HD (1280 x 720 px)

Field of View ... Wide Angle

*SPECIFICATIONS MAY CHANGE IN THE COURSE OF CONTINUOUS IMPROVEMENT.



