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Overview Performance
AIRCRAFT DIMENSIONS oo B85 x 57 x 22.5 CM (25.6 x 22.4 x 8.9 IN] [UNFOLDED? MAXIMNUM GROUND SPEED oo 53.9 KM/H (33.5 MPH)
36.5 x 14.3 X 16.2 CM (14.4 X 5.6 x 6.4 IN) [FOLDED" INGRESS PROTECTION oo IP43
WEIGHT (MAX TAREOFF) ... 2.0 KG (4.4 LBS)
MAX FLIGHT TIME oo 25 MIN (STD. CAMERA, 28.8 KM/H (17.9 MPH) WIND) Camera
L R el bl o s TEPE ot pa - RS UISIBLE CAMERA (SWAPPABLE PAYLOAD SYSTEM)
=g = RESOLUTION s sbccssannarbosmanaa 20 MP (MECHANICAL SHUTTER)
System Specitications SENSOR SIZE oo 1-INCH
CONTROL SYSTEM o DUAL-CONTROLLER HANDOFF CAPABILITY JIpEQ LK 7 30 EPS
COMMUNICATION FREQUENCY oo 2.4 - 2.4/ GHZ FMAGE-FORMAT - - cmcnmnns s s s JPEG / DNG / JPEG + DNG
DATA SECURITY (TRANSMISSION) . . ... .. AES-ENCRYPTED WIRELESS TRANSMISSION PAYLOAD OPTION (EO/TR) £0/TR CAMERA
DATA SECURITY (STORAGE) ..o ENCRYPTED ONBOARD DATA STORAGE PAYLOAD OPTION (MULTISPECTRAL) MULTISPECTRAL CAMERA
ENCRYPTION CONTROL oo ENCRYPTION ENABLE / DISABLE CAPABILITY PAYLOAD OPTION (ZOOM) OPTICAL 700M CAMERA

B HLLE AUOTHHNGE. Lol UISION SYSTEM (FRONT, TOP, BOTTOM) + INFRARED SENSOR

Additional Capabilities
Flight Capabilities

POSITIONING
MULTI-OPERATOR CONTROL ................... CONTROL CAN BE TRANSFERRED BETWEEN TWO RADIO CONTROLLERS COMMUNICATION OPTIONS
OFFLINE OPERATION ... SUPPORTS OFFLINE MAPS FOR MISSION PLANNING AND EXECUTION 31 NS/SBAS-SUPPORTED POSITIONING SYSTEM FOR ENHANCED ACCURACY
HEELOYITIENT - . i ol e, COMPACT, FOLDABLE DESIGN FOR RAPID DEPLOYMENT SUPPORTS CLOSED-NETWORK LTE COMMUNICATION
Limitations
OPERATING TEMPERRABTURE ..o B°C - 48°C (32°F - 184°F)

* Aircraft operating temperature. Payloads may have different operating temperature limits.
Flight batteries must be maintained at room temperature prior to operation.

*SPECIFICATIONS MAY CHANGE IN-THE COURSE OF CONTINUOUS IMPROUEMENT



